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	Linear Motion Flat Deck Vibrating Screens, Vibrator Motor Series

	

	 High ‘G’ force capability
 Simple amplitude (stroke) adjustment
 Adjustable screen slope
 Available in single and double deck configurations
 Wide range of deck configurations
 Low operation costs
 Quiet operation
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	Application

Schenck vibrator motor series screens are suitable for wet screening, fine dry screening, high speed dewatering and trash removal applications.  The unit is suited to both heavy duty and abrasive applications, when supplied with appropriate surface coatings and liners. Dusty applications can be catered for with the inclusion of dust covers.  
	Construction

Schenck vibrator motor screens are a welded steel construction of proven design.  A choice of single and double deck models are available and can be supplied with your choice of decks, liners and surface finishes.  The drive features top mounted vibrator motors for simple access and maintenance.  The suspension assembly include adjustable spring mountings which allow the deck slope to be easily changed.
	Function

The drive consists of two counter rotating out-of-balance motors, mounted on a drive beam.  The drive motors phase together to give a linear vibration along the drive line.  This gives a force to each particle on the deck creating stratification of the material bed. Large particles move to the surface whilst undersize particles fall through the deck apertures.
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Technical Data

	Vibrator Motor Series
	Screening Area
	Power Rating
	Total Mass
	Dimensions in mm

	Model no.
	m2
	kW
	kg
	A
	B
	C
	D
	E
	F
	G
	H
	J
	K
	L
	M
	N

	H1-0612
	0.744
	2 x 0.4
	400
	610
	1220
	100
	270
	93
	940
	400
	783
	150
	80
	270
	1076
	950

	H1-0618
	1.116
	2 x 0.6
	535
	610
	1830
	100
	270
	135
	1340
	562
	873
	130
	80
	275
	1106
	976

	H1-0918
	1.647
	2 x 0.85
	700
	915
	1830
	162
	300
	80
	1340
	502
	1096
	144
	70
	400
	1410
	1280

	H1-0924
	2.233
	2 x 1.1
	1100
	915
	2440
	155
	305
	63
	1655
	735
	1168
	174
	50
	380
	1447
	1317

	H1-1218
	2.233
	2 x 1.1
	950
	1220
	1830
	150
	170
	100
	1440
	421
	1223
	260
	80
	460
	1738
	1608

	H1-1224
	2.977
	2 X 1.5
	1200
	1220
	2440
	250
	250
	90
	1920
	520
	1257
	165
	70
	380
	1718
	1588

	H1-1230
	3.721
	2 x 1.5
	1700
	1220
	3050
	162
	410
	80
	1990
	955
	1252
	180
	60
	440
	1750
	1620

	H1-1236
	4.465
	2 x 2.2
	2200
	1220
	3660
	250
	305
	169
	3040
	700
	1579
	220
	100
	565
	1856
	1696

	H1-1536
	5.582
	2 x 2.2
	2500
	1525
	3660
	146
	412
	70
	3040
	753
	1601
	285
	157
	698
	2160
	2000

	H1-1543
	6.512
	2 x 5.5
	2900
	1525
	4270
	305
	305
	165
	3500
	905
	1586
	170
	0
	470
	2160
	2000

	H1-1548
	7.442
	2 x 5.5
	3960
	1525
	4880
	302
	400
	96
	3380
	1340
	1912
	309
	177
	834
	2244
	2084

	H1-1836
	6.698
	2 x 3.7
	3500
	1830
	3660
	146
	412
	70
	3040
	753
	1715
	285
	138
	698
	2510
	2350

	H1-1848
	8.930
	2 x 7.5
	4200
	1830
	4880
	300
	400
	96
	3380
	1340
	1975
	316
	188
	837
	2550
	2390


Standard screens are offered with 4 pole motors and a modular polyurethane decking system. Data in the above table assumes a 

4 pole motor configuration.  Double deck screen configurations are available on request.  

Allow 75mm operating clearance in the vertical and longitudinal planes. Allow 25mm operating clearance in the transverse plane.
All dimensions should be certified by Schenck before installation.

	


Available Options 

	 2, 6 & 8 Pole Motors
	 Cross Tension Decks
	 Heavy Duty Wear Coatings

	 Isolation Frames
	 Wash Troughs
	 Dust Covers

	 Carry Pans
	 Spray Bars
	


	


To enable Schenck to process your requirements

Quickly and efficiently, please remember to supply

our technical staff with the following information.

Customer Details

	Company Name
	

	Contact Name
	

	Phone Number
	

	Fax Number
	

	Email Address
	

	Address
	

	
	

	
	


Process Details

	Material Bulk Density 
	kg/m3
	

	Material Feed Rate
	t/h
	

	Slurry % Solids
	w/w
	
	Specific Gravity (S.G.)
	

	Product Cut Size
	mm
	

	Material Description
	

	Process Description
	


Please supply feed sieve analysis if available

Special Features

	Deck Configuration
	

	Protective Linings & Coatings
	

	Special Drive Requirements
	

	Other Requirements
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Schenck Australia Pty. Ltd
2-4 Harbord Street, Granville  NSW  2142

Phone (02) 9637 3788  Fax (02) 9637 3677

Internet : http://www.schenck.net

Email: sales@schenck.com.au
BV-SAC-001GB
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